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Test	#1:			Flash:	(R,G,B)	(38,	0.0,	0.0)	Td·s	at	3.4	Hz			Background:	(R,G,B)	(0.0,	0.0,	380)	Td
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10.3	↔	14.5 0.33	↔	-9.4 26.3	↔	33.7 11.3	↔	44.010.3	↔	14.5 11.3	↔	44.00.33	↔	-9.4 26.3	↔	33.7
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Invisible	dummy	label	added	to	force	white	space	between	table	and	chart.

W-ratio¹P-ratio¹
PhNR	at	minimumPhNR	at	minimumPhNR	at	72	ms

µV ms µV ms µVµV

Photopic	Negative	Response
PhNR	at	72	ms

P-ratio¹ W-ratio¹

-2.1	(35%)4.5	(1%) 89	(90%) 2.5	(1%) 67	(34%) -3.2	(36%)-0.39	(1%) 0.66	(0%) 0.25	(60%) 1.07	(70%)
2.2	↔	-16.6 -0.16	↔	1.04 54	↔	100 0.20	↔	-15.7 0.82	↔	1.58 -0.16	↔	1.04 54	↔	1002.2	↔	-16.6 0.20	↔	-15.7 0.82	↔	1.58

¹P-ratio	=	-p72/b	as	described	in	Preiser	(2013)
	W-ratio	=	(b	-	pmin)	/	(b	-	a)	which	is	the	reciprocal	of	"PTR"	as	described	in	Mortlock	(2010)
	where	a,	b,	p72,	and	pmin	are	the	voltages	relative	to	baseline	defined	as
			a:	a-wave	peak,	b:	b-wave	peak,	p72:	voltage	at	72	ms,	and	pmin:	the	minimum	of	the	PhNR	wave.

Invisible	dummy	label	added	to	force	white	space	between	table	and	footnotes.


