]
Patient Information

Birthdate:_
Report generatec: N

Device and Test Information

Patient ID:-
Test startec: |

RETeva/ ™ Manufacturer: LKC Technologies, Inc.
Serial number: |l Firmware version: 2.13.5 Reference data: 2023.23 696691
Test protocol: PhNR 3.4 Hz Td Long Electrodes: Sensor Strips
Test #1: Flash: 38 Td's Red at 3.4 Hz Background: 380 Td Blue
Right Eye (Pupil 1.9 mm) Left Eye (Pupil 1.6 mm)
a-wave b-wave a-wave b-wave
ms Hv ms pv ms Hv ms pv
1M16144 -196-82 2916338 11.56 353 M16144 -1960-82 2916338 1156353
13.1 (72%) -4.4 (40%) 29.3 (4%) 18.4 (39%) 14.2 (97%) -2.0 (3%) 31.0 (46%) 11.4 (2%)
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Photopic Negative Response
PhNR at minimum PhNR at minimum
ms pv W-ratio? ms pv W-ratio?
43 6169 -1.16-138 0836 1.59 436169 -1.16-138 083 e 1.59
61 (29%) -1.6 (7%) 0.85 (5%) 180 (100%) -0.39 (1%) 0.86 (7%)

1W-ratio = (b - pmn) / (b - @) which is the reciprocal of "PTR" as described in Mortlock (2010)
where a, b, and p.,, are the voltages relative to baseline defined as
a: a-wave peak, b: b-wave peak, and p,,: the minimum of the PhNR wave.





